
The Hathorn M18 Sewer Camera Control Module is 
equipped with a 12.1” VividHD™ LCD screen with 
almost

 
twice

 
the

 
brightness of the leading brand, 

making
 

it
 

the
 

largest
 

and best daylight readable 
monitor

 
in

 
the

 
industry.

 
The

 
M18 is the pro’s choice for 

any
 

pipe light
 

condition
 

including
 

direct sunshine, 
providing

 
stunning

 
HD

 
picture

 
quality,

 
high contrast 

and
 

8X
 

digital
 

“pan
 

&
 

zoom”
 

technology
 

revealing 
details

 
missed

 
by

 
other

 
sewer

 
lateral

 
push

 
cameras. 

Whether
 

you
 

are
 

working
 

in
 

brutal
 

Canadian
 

winters 
or

 
hot

 
Arizona

 
summers

 
it’s

 
time

 
to...

• 12.1” VividHD™ LCD screen that is daylight 
readable and impact resistant 

• Compatible with the industry’s leading brand of 
18V batteries for portability and extended run time

• One touch USB recording, video pause, and 
playback – also available with Wi-Fi stream/record

• Adjustable sewer camera head lighting
• Component video/audio output
• 8 pages of on-screen text writing
• Onscreen footage counter with reset
• Full sized keyboard
• 512hz locating sonde control
• Genuinely North American made

M18 
Proudly designed and manufactured in North America. 
Works with an external 18V compatible battery, for more time in the field. 
Compatible with the leading brand of 18V tool batteries.

VividHD™
with

Record to 
USB Drive

WiFi 
Available

Super Bright 
Daylight Readable M18 FEATURES

Upgrade to VividHDTM!
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Catalog# Reel Compatibility
Wi-Fi 

Streaming/
Recording

Digital Zoom Power          
Options

Screen 
Options

M18
All Hathorn except Wi-Fi reels. RIDGID reels without Tilt-Sense™

No

1X, 2X, 
3X, 4X 
and 8X

12 VAC/DC 
Adapter (includ-
ed) or External 
Milwaukee 18V 

Compatible 
- Battery Sold 

Separately

1000cd/m2
(nits)

M18-W Yes

M18-GS All Hathorn except Wi-Fi reels. All GL, G2 and G3 General Wire 
reels, Gator Cams and Ratech.

No

M18-GS-W Yes

M18-G4
All Hathorn except Wi-Fi reels. PearPoint and Cues - G4 27V 
compatible reels

No

M18-G4-W Yes

Wi-Fi App available at: 

Catalog # Description

10100 For connecting M18 controllers to all Hathorn Micron, Mini, Mid and Large 
Reels

10103 For connecting M18 controllers to RIDGID Reels without TiltSense camera 
heads

10100CUES For connecting M18 controllers to PearPoint & CUES

80124 Patch Cable from Hathorn Controller to GL Reel and Ratech

80129 Patch Cable from Hathorn Controller to G3 Reel

80130 Patch Cable from Hathorn Controller (Silver / Silver Connectors) to G2 Reel

80131 Patch Cable from Hathorn Controller (Black / Silver Connectors) to G2 Reel

Accesories

M18 

 

CONTROL
MODULE

Specifications
• VividHD™ 12.1” LCD – Daylight readable, impact resistant, industry 

leading HD picture quality with up to 8X digital zoom
• Lighting – Dimmable sewer pipe camera head lighting control
• Video Recording – MPEG4 – RCA out, USB or Wi-Fi (optional)
• Audio – Integrated microphone and speaker
• USB – 1 x 0.5A port USB 2.0
• Operating Temperature – -30C to 60C (-22F to 140F)
• Machined military grade aluminum connectors and face plate
• Power Source – 12V AC/DC adapter or external 18V battery (not included)
• Dimensions - 40cm x 30cm x 18cm / 16” x 12” x 7”
• Weight - 6.5kg / 14lbs
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